

















QUICK ACTION & PIPE

The mechanical concept on which we based this new range
of clamps allows an incredible speed in locking and unlocking
the clamp’s jaws. Fastening the clamp to a pipe or any other
support is quick and simple allowing you to position your
lighting equipment securely.

101mm

46mm j

Made in gravity cast aluminum, this clamp is ideal to hang all types of luminaries in TV studios and theaters. Its incredible “coupling range” sets almost no limitations
to its capability to clamp to almost all the industry standard pipe diameters. To meet all safety requirements, we have designed a dedicated slot for flexible steel
safety cables. Supplied with T-top padded handle to improve grip. Pipe size 40-70mm.

PAT. PENDING
1.27kg 100kg 28mm
2.8Ib 220.5Ib 11/8"

Works on diameters from 28mm to 78mm.
* 10kg/22Ib on 16mm/5/8” attachment. 75kg/165.3lb on 28mm/1 1/8” attachment.
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1.6kg 10/75kg* 28mm
3.5lb 22/165.3Ib* 11/8"

CLAMPS



QUICK ACTION & CLAMPS
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Works on diameters from 28mm to 78mm.
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1.07kg 100kg M12
2.4 220.5lb

Works on diameters from 20mm to 55mm.
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1.13kg 250kg 28mm
2.5lb 551.1lb 11/8"

0mm
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221mm




BARREL

Works on diameters from 42mm to 52mm.
*100kg/220.5lb on 16mm/5/8” attachment. 600kg/1322.8lb on 28mm/1 1/8” attachment.
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0.9kg 100/600kg™  28mm 16mm 16mm
2lb 220.5/1322.8Ib  11/8" 5/8" 5/8"

196mm

50 mm
123mm

Works on diameters from 42mm to 52mm.
*100kg/220.5lb on 16mm/5/8” attachment. 600kg/1322.8lb on 28mm/1 1/8” attachment.
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0.9kg 100/600kg™  28mm 16mm 16mm
2lb 220.5/1322.8lb  11/8" 5/8” 5/8"

Same as C345K, black version. Works on diameters from 42mm to 52mm.
*100kg/220.5lb on 16mm/5/8” attachment. 600kg/1322.8lb on 28mm/1 1/8” attachment.

0 60 60 ®

0.9kg 100/600kg™  28mm 16mm 16mm
2lb 220.5/1322.8lb  11/8" 5/8” 5/8"

CLAMPS
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GRAB

The Grab Clamp is flexible and fast to use thanks to its pincer
jaw design and rapid locking and release mechanism. It can be
fixed to a wider range of supports than traditional clamps and
is suitable for use in TV, video and photographic studios, theatres
and rigging structures. The Grab Clamp will hold all kinds of
lights, scenery, monitors and much more besides. The Grab
Clamp has been designed to be mounted on a wide range of
beams, pipes and bars, whether round, quare or rectangular in
section. It needs no adapter - just open and clamp it.

Supplied without attachment, but with a 12.5mm hole for custom fixings.
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1.2kg 150kg ~ 12.5mm hole
2.6lb 330.7Ib

36x36mm

47x47mm
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Clamp Range Clamp Range
40mm/1.57in to 36mm/1.41in to 47mm/1.85in
65mm/2.55in

Clamp Range
IPE 80 to IPE 160
HEB 80 to HEB 160

Complete with standard lifting eye for chain or rope fixture.
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1.4kg 150kg
3.1b 330.7Ib

Comes with 16mm/5/8” bushing complete with push button for
extra-safe attachment.

0 6 0

1.35kg 50kg 16mm
3lb 110.2b 5/8”

Provided with a universal fixed (non-rotating) head.
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1.95kg 75kg 28mm 16mm
4.3Ib 165.3Ib 11/8" 5/8"

Supplied with 28mm/1 1/8” spigot.
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1.4kg 150kg Type 35
3.1lb 330.7Ib

Fitted with a 100mm/3.93in diameter pulley to offer a quick and robust
hanging point for TV and theatre sceneries.
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1.65kg 150kg
3.6lb 330.7Ib




TELESCOPIC HANGERS

A convenient method of suspending luminaires from above for
unobstructed floor areas. Telescopic hangers are renowned for
their strength and versatility.

Available with either a stirrup or universal head, all hangers
come with a safety pin to prevent the riser from slipping.

Max load with 16mm spigot 10kg/22lb. Max load with 28mm socket 40kg/88.2.

@ ® 00

121cm
47.6in

201cm 5.1kg
79.1in 11.2Ib

Type 34

Max load with 16mm spigot 10kg/22lb. Max load with 28mm socket 40kg/88.2.

@ & 00

212cm 381cm 6.8kg Type 34

83.5in 150in 15lb

Max load with 16mm spigot 10kg/22lb. Max load with 28mm socket 40kg/88.2.

@ & 0 0

78cm 161cm 4,6kg
30.7in 63.4in 10.11b

Type34

C888UH —

Articulated arm, without accessories, with center level to lock all 3
movements. Lenght: 53cm/20.9in.

0O O

16mm/5/8” with 1/4” female attachment

o O

3kg 16mm/5/8” with 3/8” female attachment
6.6lb

1.07kg

Friction Arm with variable friction and locking of arm obtained by adjusting

knob.
1.09kg 16mm/5/8” with 1/4” female attachment
2.4lb

© O

3kg 16mm/5/8” with 3/8” female attachment
6.6lb

ARMS
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Autopoles

The ultimate adjustable lighting
pole system can be used to fix a
side light, wherever required on
the stage. Its unique single action
prop locking system exerts the
right amount of pressure to

assure a secure fit, wedging the
protective rubber ends in place,
ceiling to floor.

The Autopole® system embodies a
safety lock, to prevent accidental
de-tensioning or movement.






AUTOPOLES
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Two pre-loaded positions can assure a terrific stability!
This spring-loaded system is patented by Manfrotto.
PATENTED

Two position variable thrust. Extends from 100cm/39.4in to 170cm/66.9in.
Pole @: 456mm and 40mm. Silver or black finishing available.
PATENTED

o

1.9kg
4.21b

Two position variable thrust. Extends from 150cm/59.1in to 270cm/106.3in.
Pole @: 456mm and 40mm. Silver or black finishing available.
PATENTED

i)

2.23kg
4.9

Two position variable thrust. Extends from 210cm/82.7in to 370cm/145.7in.
Pole @: 45mm and 40mm. Silver or black finishing available.
PATENTED

o

2.6kg
5.7

432-1.7B

432-2.7B

432-3.7B



034B 033B

Spirit level for use on Autopole®, or on tubes of 25mm to 60mm diameter.

Set of four protection caps for rubber feet with inner hole. @: 16.5mm. Suitable
for use with all Autopoles except Midi Autopole® 332 and Mini Pole 170.

Autopole® Extension tube. @: 40mm. Length: 1,5m./59.1in

Suitable for Autopole2® and Autopole®. Silver or black finishing available.

0

0.53kg
1.2Ib

Autopole® Extension tube. @: 40mm. Length: 2m/78.7in.

Suitable for Autopole2® and Autopole®. Silver or black finishing available.

O

0.69kg
1.5l

For tubes: @ 46mm. Legs @: 22mm.

O & O

86cm 126cm 1.2kg
33.9in 49.6in 2.6lb

AUTOPOLES
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Accessories

All Manfrotto accessories provide
for a high level of customization,
thanks to a wide range that can
accept any lighting fixture, in order
to match any requirement.



— ACCESSORIES
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ACCESSORIES
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g
13.2Ib

Wind-bracing kit of 3 ropes. Length: 10m/32.8ft. Not supplied with the stand.

10kg
22Ib

Secondary safety system for all speaker stands. When locked into position,
it stops upper stand sections from dropping when you open the stand

locking knob.

3

Diameter 4mm. Length 100cm/39.4in.

Same as 698 for 40mm tubes.

4 x Lantern T Bar 122cm/48in long.

100cm/39.4in long T Bar with 5x28mm/1 1/8” sockets for attaching up to
5 lighting fixtures. Designed to fit on stand or bracket with 28mm/1 1/8”
socket. *When load on one side only, max load capacity: 15kg/33.1Ib.

0O 6 0 ©

6.1kg 28mm 28mm 50kg*
13.4lb 11/8" 11/8" 110.2Ib*

“T” Bar specifically design to carry six PAR 57 or 64 luminaires.
Supplied with a built in TV male spigot. Max load capacity: 6kg/13.2lb on each attachments, only at the ends 12kg/26.5lb on each side.
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28mm/1 1/8” male adapter. 28mm/1 1/8” male adapter. Rounded 16mm/5/8” lighting stud M10.

28mm/1 1/8” male adapter. 28mm/1 1/8” male adapter. Stud for stirrup.

16mm/5/8” male adapter.

25

Fix the brass adapter 066BT to your fixture,
then fix the other component to a T-bar or
€280 clamp; couple them together with one
click. Your fixture is now hooked, just close
the handle.

Hexagonal 16mm/5/8” lighting stud M10. Lighting stud 3/8”.

Rotating 28mm/1 1/8” spigot with M10 screw attachment.
Smooth rotation is assured by a Teflon bearing.
Complete with locking knob to block panoramic position.

‘ This speaker adapter (36mm diameter) can be mounted on all lightstands

equipped with a 28mm/1 1/8” bushing.

Same as 616-10 with M12 screw attachment.

ACCESSORIES




Corporate Social Responsibility

ORPORATE

SUGIAL
RESPONSIBILI
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CSR

Corporate Social Responsibility is
an essential value for Manfrotto. We
consider Corporate Responsibility
as a significant way to employ
our people energy and passion
in order to generate a meaningful
change. For this reason we
are involved in several projects
to support the fundamental
human rights, particularly for
kids, and to define specific
programs aimed to minimize

the environmental impact. To
support these causes we actively
provide funding or equipment
to the organizations we sustain.
One of our main projects,
started in 2007, is to sponsor
the set-up and diffusion of the
temporary and touring exhibition
“Acholi un popolo da amare”,
about Acholi refugee camps in
Northern Uganda, a country that
suffered 20 years of civil war. This

exhibition has two objectives:
the first one is to promote the
further knowledge of the situation
of this African tribe, and the
second one is to raise funds to
realize important humanitarian
interventionsinthe area. Moreover
we are supporting an international
program run by the Dottor
Clown ltalia association, which
aim is to keep suffering people
amused during hospitalization.



We believe that, in order to succeed
in our job, we also need to share
principles and values that define
our identity, meaning also a clear
responsibility for the impact of our
activities on employees, customers,
shareholders, communities and the
environment. A good relationship
among these players - based
on integrity, transparency and
honesty - is very important to
improve the quality of our lives.

In our everyday approach we
adopt policies marked by fairness
in order to improve outward
transparency for our share holders.
Because all human activity has
an inevitable impact on the
planet and can be contained and
mitigated through research and the
adoption of cutting-edge solutions,
we have opted to use electrical
energy from renewable sources
for our most important plants.

We operate through certificates
that are issued in the country
where the production of electrical
energy from renewable sources
takes place. This encourages the
development of a global renewable
energy sources market and
therefore promotes the spread
of new production capacity.
Social responsibility commitment
is part of our company philosophy,
an important part of our growth.



ATTACHMENTS
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This type number refers to the spigot and socket variants
shown in product specifications.

O
!

Indicates an external thread or stud diameter
@ Metric Imperial

Indicates an internal thread or socket diameter
@ Metric Imperial

Indicates an internal thread or socket diameter

For e




Art. N° Description Page Art. N° Description Page
003 BACKLITE BASE 10 432-2.7B BLACK AUTOPOLE 2 48
003MF MINI BACKLITE BASE FEMALE ATTACHMENT 10 432-3.7 AUTOPOLE 2 48
007BU BLACK ALU SENIOR STAND 11 432-3.7B BLACK AUTOPOLE 2 48
007BSU BLACK STEEL SENIOR STAND 12 587B BLACK MAGIC STAND 25
007BUAC BLACK AIR CUSHIONED ALU SENIOR STAND 11 602BSM BLACK STEEL LOW LE STAND 29
007CSU STEEL SENIOR STAND 12 604BSM BLACK STEEL MIDI LE STAND 28
008BU BLACK ALU STAND 11 606BSM BLACK STEEL MAXI LE STAND 28
008CSU STEEL JUNIOR STAND 12 611-10 TOP M10 STAND 27
013 SPIGOT ADAPTER 53 611-12 TOP M12 STAND 27
032BASE AUTOPOLE BASE 49 613PAR TBAR 19-52
032PC AUTOPOLE PROTECTION CAPS 49 614 TBAR 52
032SPL AUTOPOLE SPIRIT LEVEL 49 616-10 PAN SPIGOT M10 14-53
033 EXTENSION TUBE 49 616-12 PAN SPIGOT M12 14-53
033B BLACK EXTENSION TUBE 49 618 SPEAKER ADAPTER FOR 28MM BUSHING 13-27-53
034 EXTENSION TUBE 49 620-10 28MM-1 1/8” MALE ADAPTER 11-53
034B BLACK EXTENSION TUBE 49 620-12 28MM-1 1/8” MALE ADAPTER 53
035 SUPER CLAMP 34 622B BLACK ALU MICROPHONE STAND 26
035X STAINLESS SUPER CLAMP 34 622CS STEEL MICROPHONE STAND 26
036-38 Lighting stud 3/8” 53 624 TILTING SPEAKER ADAPTER 27
066BT STUD FOR STIRRUP 34-53 635 QUICK ACTION SUPER CLAMP 34
070BU BLACK ALU FOLLOW SPOT STAND 14 698 SAFETY COLLAR 29-52
070CSU FOLLOW SPOT STAND 14 699 40MM SAFETY COLLAR 14-52
083NW STEEL 2 SECTION WIND UP STAND 17 C100 JUNIOR PIPE CLAMP WITH 28MM-1 1/8” SOCKET 42
083NWLB STEEL 2 SECTION LOW BASE WIND UP STAND 17 C150 SWIVELING “C” CLAMP 41
087NW STEEL WIND UP STAND 18 C151 SWIVELING “C” CLAMP WITH M12 SCREW 42
087NWB BLACK STEEL WIND UP STAND 18 C155 SAFETY CABLE 52
087NWLB STEEL 3 SECTION LOW BASE WIND UP STAND 17 C280 STAGE CLAMP 35
087NWSH STEEL SHORT WIND UP STAND 18 C295 STAGE CLAMP WITH 28MM-1 1/8” SOCKET 35
087WBK WIND-BRACING KIT 16-52 C337 28MM BUSHING QUICK ACTION JUNIOR CLAMP 4
104 WHEEL SET 20 C339 GRAB CLAMP 44
104G WHEEL SET 20 C339BB GRAB CLAMP WITH 16MM-5/8" BUSHING 44
110 WHEEL SET 20 C339Js GRAB CLAMP WITH 28MM-1 1/8” TV SPIGOT 44
110G WHEEL SET 20 C339LE GRAB CLAMP WITH LIFTING EYE 44
111BSU BLACK STEEL TALL STAND 13 C339SP GRAB CLAMP WITH SPINNING PULLEY 44
111CsU STEEL TALL STAND 13 C339UH GRAB CLAMP WITH UNIVERSAL HEAD 44
126BMUAC BLACK ALU AIR CUSHIONED LEVELLING LEG LE STAND 27 C345 BARREL CLAMP 43
126BSU BLACK STEEL HEAVY DUTY STAND 13 C345K BARREL CLAMP 43
126BSUAC BLACK STEEL AIR CUSHIONED HEAVY DUTY STAND 13 C345BK BARREL CLAMP 43
126CSUAC STEEL AIR CUSHIONED HEAVY DUTY STAND 13 C460 LP EYE COUPLER 36
126CSU STEEL HEAVY DUTY STAND 13 C461 LP EYE COUPLER WITH 28MM-1 1/8” TV SPIGOT 37
142B BLACK ALU STAND EXTENSION 21 C463 LP EYE COUPLER WITH LIFTING RING 37
142CS STEEL STAND EXTENSION 21 C464 LP EYE COUPLER WITH M12 BOLT PLUS NUT 36
143N MAGIC ARM 45 C465 LP EYE COUPLER WITH 28MM-1 1/8” BUSHING 37
146B BLACK ALU HIGH STAND EXTENSION 10-21 C466 CONNECTION KIT FOR LP EYE COUPLER 36
146CS STEEL HIGH STAND EXTENSION 21 C480 PARALLEL LP EYE COUPLER 36
163-10 28MM-1 1/8” MALE ADAPTER 11-53 C481 90° FIXED LP EYE COUPLER 36
163-12 28MM-1 1/8” MALE ADAPTER 53 C482 SWIVEL LP EYE COUPLER 36
169 FIVE SOCKET BRACKET 52 C825 TELESCOPIC HANGER WITH UNIVERSAL HEAD 45
174 HEXAGONAL 16MM-5/8" LIGHTING STUD M10 53 C827 LONG TELESCOPIC HANGER WITH UNIVERSAL HEAD 45
187 16MM-5/8" MALE ADAPTER 53 C888UH TELESCOPIC HANGER WITH UNIVERSAL HEAD 45
213 QUICK LOCK ADAPTER 35-53 C4460 MP EYE COUPLER 38
244N VARIABLE FRICTION ARM 45 C4461 MP EYE COUPLER WITH 28MM-1 1/8” TV SPIGOT 40
256BMUAC BLACK STEEL AIR CUSHIONED SELF LOCK LE STAND 27 C4463 MP EYE COUPLER WITH LIFTING RING 40
264 ROUNDED 16MM-5/8" LIGHTING STUD M10 34-53 C4464 MP EYE COUPLER WITH M12 BOLT PLUS NUT 38
269BU BLACK ALU SUPER STAND 15 C4465 MP EYE COUPLER WITH 28MM-1 1/8” BUSHING 40
269HDBU BLACK ALU HIGH SUPER STAND 16 C4469 MP EYE COUPLER WITH 16MM-5/8" BUSHING 40
270BSU BLACK STEEL SUPER STAND 15 C4470 TILT AND SWIVEL MP EYE COUPLER 40
270CSU STEEL SUPER STAND 15 C4482 SWIVEL MP EYE COUPLER 39
299BBASE BLACK SMALL BRAKE BASE 10 C4485 SWIVEL AND TILT MP EYE COUPLER TRUSS SUPPORT 150-250 39
299FBASE BLACK SMALL FOOT BASE 10 C4486 SWIVEL AND TILT TRUSS MP EYE COUPLER SUPPORT 200-400 39
374 WHEELS FOR SUPER WIND UP 20 C4560 SLIM MP EYE COUPLER 38
388B NANO CLAMP M10 34 C4564 MP EYE COUPLER WITH12MM BOLT PLUS NUT 38
387XBU BLACK STAINLESS STEEL SUPER WIND UP STAND 19 G100 SMALL SAND BAG 52
387XU STAINLESS STEEL SUPER WIND UP STAND 19 G200 LARGE SAND BAG 12-52
432-1.7 AUTOPOLE 2 48 MICC1 MICROPHONE CLIP 26
432-1.7B BLACK AUTOPOLE 2 48 Micc2 MICROPHONE SPRING CLIP 26
432-2.7 AUTOPOLE 2 48 Micc4 UNIVERSAL SHOCK MOUNT MICROPHONE HOLDER 26

INDEX
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Minimum height

Maximum height

Closed length

Footprint diameter

Weight

Spigot size *

Socket size *

Top tube diameter

Suggested wheels

Maximum evenly distributed
load on level ground

Gravity cast

Black

Air cushioned

German Safety Standard T

PRODUCT SERVICE

P00 00PCQROHOO0O

The products with the TUV-GS symbol are developed
and tested in accordance with DIN 15560 norm.

*NOTE: in product specifications you will often see a
note referring to the spigot/socket type of the product
(e.9. “type 14").

This type number refers to the spigot and socket
variants shown on page 56.
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